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Precision to the degree
and minute.

Easy because it automatically
guides settings.

OVER 100 COOKING
PROGRAMS WITH CYCLES
IN AUTOMATIC
SEQUENCE

Lainox //floW.

Innovation at your side

Lainox‘s aim is to facilitate the work of catering professionals by maintaining all
the natural goodness and quality of food intact - that’s why innovation and design
research are at the centre of its operating ethos.

And that's why a Lainox cooker is much more than a simple oven.

All things that make Lainox a unique company, which bases its activities every
day on the constant pursuit of improvement.

Scroller

The new name in simplicity

The perfect balance of operating simplicity and technology delivers exceptional
results. Scroller is the intelligent, easy-to-use control system that guides you
when setting functions for Aroma Elite.

Scroller is the ergonomic solution designed to help you select the right programs,
stages, times and cooking temperatures with a simple gesture of the hand - a single
control for setting all the different, exclusive functions offered by Aroma Elite.
Scroller guides you step-by-step, thanks to the generous alphanumerical
display, ensuring that you and other kitchen staff make the right settings for best
results. Scroller is precise, because it is an integral part of a series of reliable
components — including temperature probes, timers and computer circuits - that
Lainox has subjected to stringent testing.

The result: temperatures accurate to the degree, cooking time to the minute,
cooking conditions suited to the food, your requirements and expectations.

No more mistakes!
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Washing system Lainox

Aroma Elite even cleans itself while you’re away

You'll also be impressed by the remarkable cleaning system. Aroma Elite helps you out, showing
you how to save on effort, time, money and energy thanks to the innovative washing system.
This system cleans the oven chamber to the highest hygienic standards by means of automatic
wash programs, selected according to the type and degree of cleaning required.

Easy and immediate: just select the program you need with the Plus key and the Scroller.

No more effort is necessary, because cleaning can be done outside the work shift.

Start-up is immediate and safe: there’s in fact no need to handle or breath chemical products,
nor to scrub or wipe down surfaces.

Core probe

The assurance of perfect cooking results every time

The core probe is an extremely practical device that precisely measures the temperature inside food
during cooking, causing Aroma Elite to stop heating once the required cooking temperature has
been reached. The core probe ensures that the temperature for cooking is just right.

The probe attachment is fitted outside the cooking chamber, so it is not affected by high
temperatures or cleaning liquids, guaranteeing long-term efficiency and reliable operation. Finally,
the right-hand side of Aroma Elite features a handy probe holder, where the probe can be fitted
when not in use.
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Chamber capacity

2 PE056 ‘

5x (600 x 400)

& PGos6

$ 95mm

& PGose

2 PE086 ‘

8x(600x400) $ 95mm

é PG156

Z PE156 ‘

15x (600 x400) $ 95 mm

Upon request

6x(600x400) $ 80mm

10x (600 x#00) $ 76 mm

18 x (600 x400) § 80 mm

External dimensions mm 990 x 860 x 810 h 990 x 860 x 1090 h 1010 x 860 x 1950 h

Total electric power kw 8,5 1 16 1 3L,8 1,8
Nominal heating output kW/kcal - 9/ 7740 - 18/ 15480 - 27/ 23220
Chamber heating output kW/kcal 7,5 9/ 7740 15 18/ 15480 30 27/ 23220
Fan power kw 1 1 1 1 1,8 1,8

Power supply voltage

3N AC 400V - 50Hz

3N AC400V - 50Hz

3N AC400V - 50Hz

2 PEVO5

é PGvos

é PGvos

Z PEV15

é PGV1s5

With steam generator

Chamber capacity

5x(600x400) 3 95mm

8x(600x400) $ 95mm

15x (600 x400) 3 95 mm

Upon request

6x(600x400) $ 80mm

10x (600 x400) $ 76 mm

18 x (600 x1400) $ 80 mm

External dimensions mm 990 x 860 x 810 h 990 x 860 x 1090 h 1010 x 860 x 1950 h

Total electric power kw 10,2 2,7 18,7 3,7 35,8 5,8
Nominal heating output kW/kcal - 9/ 7740 - 18/ 15480 - 27/ 23220
Chamber heating output kW/kcal 7,5 9/ 7740 15 18/ 15480 30 27/ 23220
Steam heating output kw 17 17 2,7 2,7 4 4

Fan power kw 1 1 1 1 1,8 1,8

Power supply voltage

3N AC 400V - 50Hz

3N AC400V - 50Hz

3N AC400V - 50Hz
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Thanks to the exceptional
efficiency of the gas burner
system, 300°C degrees may be
reached inside the cavity (when
empty) in less than 6 minutes.

Technical innovations

Reliable technology

The experience and skill in finding constantly improved solutions have enabled Lainox, in the case
of the gas versions of Aroma Elite, to patent a new system of heat production and transmission
which will amaze you in terms of performance, silent operation low consumption, optimal reliability
and simplicity of use .

e Patented gas heating system.

e Cavity with rounded corners.

e Hand-free door handle opens when moved to either left or right.

e Double glazed door with hinged inner glass for an easy cleaning.

e Control panel which folds open and featuring components cooling system.

e Stainless steel extraction hoods with motor and special air condenser for cooking vapour
removal.

e Shower kit complete with flexible hose (optional).
e Stacked ovens availability for both electric and gas models.
e Large range of trays and plates.

e Large distance between shelves: 95 mm.
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Accessories

Floor stands, proofers,
extraction hoods

Aroma Elite models can be placed on any surface in your
kitchen or can be fitted on stands or dedicated cabinets.
Stands can be simple or with built-in tray supports.

The proofers are available with humidifier and digital
programmables controls

Extraction Hoods KA

External dimensions mm

Trays and racks

Whatever your cooking requirements, there is a rack or tray
that meets your needs, Lainox offers Euronorm 600 x 400
trays and racks in stainless steel, alumina sheet, aluminium,
in a wide range of heights perforated or solid and trays for

baking bread and baguettes.

KA 086 | KA 156

998 x 1086 x 300 h | 1018 x 1086 x 300 h

Total electric power kw

0,25 0,25

Power supply voltage

AC230V-50Hz AC230V-50Hz

External dimensions mm

990 x 715x 850 h 990 x 715 x 700 h

990 x 715 x 850 h

Floor stands SR - SP | SR 056 | SR 086 | SP 056 | SP 086

990 x 715x 700 h

600 x 400

Capacity trays

16

16

Trolleys KS | KS 156

External dimensions mm | 690 x 610 x 1845 h

Capacity trays 600 x 400 15

Proofers LV LV 086 | LV 156

External dimensions mm [ 990x715x850h | 990x 650 x 1920 h

Capacity trays 600 x 400 16 istrolley KS 156
x (600 x 400)

Distance between layers mm 70 95

Total electric power kw 2,5 5

Power supply voltage AC 230V -50Hz AC 230V -50Hz
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LAINOX

Excellence in the kitchen

LAINOX ALI SpA - Via Schiaparelli 15, Z.I. San Giacomo di Veglia - 31029 Vittorio Veneto (TV) - ITALY
Tel. +39 0438 9110 - Fax +39 0438 912300 - www.lainox.it - E-mail: lainox@lainox.it
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The data given in this document are indicative only. Ali Lainox S.p.A. reserves the right to make technical changes to data at any time.

www.europrint.it - 1000 - 38466 - www.donadini.com

9016605 - 01.08.2005




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (Adobe RGB \0501998\051)
  /CalCMYKProfile (Japan Web Coated \050Ad\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.2
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile (None)
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 72
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.00000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 72
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.00000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 600
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.00000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /NOR <>
    /SVE <>
    /KOR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe7f6e521b5efa76840020005000440046002065876863ff0c5c065305542b66f49ad8768456fe50cf52068fa87387ff0c4ee575284e8e9ad88d2891cf76845370524d6253537030028be5002000500044004600206587686353ef4ee54f7f752800200020004100630072006f00620061007400204e0e002000520065006100640065007200200035002e00300020548c66f49ad87248672c62535f0030028fd94e9b8bbe7f6e89816c425d4c51655b574f533002>
    /CHT <FEFF4f7f752890194e9b8a2d5b9a5efa7acb76840020005000440046002065874ef65305542b8f039ad876845f7150cf89e367905ea6ff0c9069752865bc9ad854c18cea76845370524d521753703002005000440046002065874ef653ef4ee54f7f75280020004100630072006f0062006100740020548c002000520065006100640065007200200035002e0030002053ca66f465b07248672c4f86958b555f300290194e9b8a2d5b9a89816c425d4c51655b57578b3002>
    /ITA <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [595.000 842.000]
>> setpagedevice


